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TOFEE HVAC SUPPLY            

 

DESCRIPTION 

In the pursuit of reducing air borne bacteria in operat-

ing rooms, LAF system provides a controlled distribu-

tion of biologically clean air at the operating table, 

while reducing the risk of contamination from outside 

the clean zone.  

The range of laminar air flow ceilings ensures efficient 

protection against contamination which can occur dur-

ing invasive acts and caused by airborne dead or liv-

ing particles. 

Operation Room Laminar Flow Ceiling Diffuser 

FEATURES  

· Modular construction, easy installation and filters 

replacement. 

· Unique design to deliver ultra clean air over the 

operating table downwards and outwards.  

· The ceilings are available in different dimensions 

and meet with DIN 1946 European standards. 

· Mini pleat HEPA / ULPA filters 

· Gel filter seal 

· Perforated stainless steel diffuser 

· Central duct for operating table light stem 
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LAMINAR FLOW STRATEGIES 
Laminar air flow one-pass systems are used to bath an area in a clean, continuous shower of filtered clean air. The laminar 

ceiling panel is designed to minimize mixing (non-aspirating), while providing a unidirectional air stream that is perpendicu-

lar to a perforated panel. Particle control is achieved by removing the particles from the source, and away from a defined 

critical area. Air distribution systems for particle control will typically consist of vertical laminar flow.  

Other dimensions of casing and HEPA are customizable.  
 

MATERIAL OPTIONS: 
 
Casing:  

          (1) Hot dip galvanized steel powder coated.  

          (2) Stainless steel.  

SPECIFICATION 

Diffuser Face: 
(1) Perforated cover made by hot dip galvanized steel pow-

der coated.  

(2) Perforated cover made by stainless steel.  

(3) Polymer fiber mesh.  


